




Safe Transportation of Cylinders in Vehicles 

Dear Customer: 

If you intend to transport a cylinder in your vehicle, please read this document on the safety
precautions that apply. Compressed and liquefied gases are potentially hazardous for one
or more of the following reasons: 

 Flammability 
 Oxygen enrichment(a fire catalyst)
 Toxic/Poison exposure 
 Corrosivity 
 Cryogenic exposure (cold liquid or gas) 
 Asphyxiation 
 Pressure Release of Cylinder valve/and or components 

The following action steps are recommended for minimizing your risk during transportation: 

Customer Responsibility 

1. Always read the product label to confirm that you have the proper product and to identify
the related hazards prior to loading the cylinder. Listen for leaks. Visually inspect the 
cylinder for dents, gouges, or pits. Ensure that valve protection, where provided remains
in place until the cylinder is ready for use. 

2. Make sure the cylinder is secured to that it will not move relative to the vehicle. 
3. Maintain maximum ventilation in the area where the cylinder is stored (e.g. keeping

windows or storage compartments securely open). 
4. DO NOT SMOKE when handling or transporting these products. 
5. Take a route, which is most direct - no intermediate stops. If possible, avoid heavy

traffic. 
6. Be aware that environmental conditions (e.g. heat exposure) may cause the temperature

of the cylinder to rise to excessive levels (even if the ambient temperature is relatively
low) which could lead to a release of a product/and or cylinder components. 

7. When the destination is reached, immediately remove the cylinder from the vehicle. 
8. Follow the equipment supplier's instructions for proper use and storage for the cylinder. 
9. DO NOT transport the cylinder in the trunk of your vehicle. 
10. When returning the cylinder, follow the same precautions specified above. 

These safety precautions are provided in the Compressed Gas Association, Position
Statement, PS-7, 1996: CGA Position Statement on the Safe Transportation of Cylinders in
Vehicles.


